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                        4 ports compact PoE Switch (100m) 

SPECIFICATIONS 

 

 

Input Voltage 48V DC 

Network 

standards 

IEEE802.3i 10 BASE-T, 

IEEE802.3i 100 BASE-TX, 

IEEE802.3x flow control 

IEEE802.3af /IEEE802.3at 

PoE power 15.4/25.5W per port 

Wiring: Data & Power provided over pairs 12&36 and 45(+) & 78(-) 

Cable: UTP cat.5 or higher 

Processing types Store-and forward 

Half-duplex back pressure and IEEE802.3X full-duplex flow control 

Total power consumption: 70W/110W Power supply 

Total PoE power budget: 60W/120W 

Bandwidth: 1.6Gbps 

Network delay(100 to100M bps):less than 2ms 

Buffer Memory:96KB 

Performance 

spec 

Address Database Size: 1000MAC/system 

System: Power,PoE max. power LED indicator 

Per port: Link,speed,PoE active, PoE error 

Working Tem. 0℃-55℃ 

Storage Tem. -10℃-70℃ 

Product Size: 140*91*28  mm 

System: Power,PoE max. power 110W LED indicator 

Per port: Link,speed,PoE active, PoE error 

Warrnty One year 

Gross Weight 300g 
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