
The robust DECT handset  
for professional use.
R410H PRO
The R410H PRO is designd for use in tough environments. 
Equipped with a splash water and dust proteced surface and a 
shock resistant housing it is perfect for all day use. The R410H PRO 
is perfect to use with N720 IP PRO, N510 IP PRO and the Gigaset 
DX800A All-in-one, a hybrid desktop phone. But it can also be  
connected to all other Gigaset DECT base stations. Zero-touch 
installation ensures quick and easy configuration.

Feature highlights:
•  Dust and splash water protected (IP 54) 
•  Shock resistant
•  Vibration alert
•  Handsfree talking with brilliant sound quality 
•  Illuminated graphical color display with 5 lines
•  Headset connection for 2,5 mm jack
•  Ergonomic, high quality keypad 
•  Easy access to missed call list via illuminated MWI key

DECT technology: 
DECT technology provides benefits in terms of range, 
standby time and speech quality.

PBX or switch optional.
Also 3rd party PBX or hostet IP
possible

Expandable
up to 6 DECT
handsets

DX800A all in one

N510 IP PRO

R410H PRO

HEADSET

 *DECT bases 
 from other 

manufacturer with 
GAP standard 

N720 IP PRO

HIGH  
DEFINITION

SOUND

BIG  
LETTERING

HaNDSFREE 
TaLkING

PHONEBOOk HEaDSET

Connectivity

Flexible connectivity  
options with the  
R410H PRO.

* may cause limited functionality



Technical data:
Phonebook and dialling 
•  Phonebook for up to 150 names and numbers 
•  Large font available for phonebook entries
•  Redialling of last 20 numbers entered
•  9 programmable keys
•  Automatic redial function in conjunction with  

telephone system1 
•  Direct access to outgoing line via off-hook key 
•  Dial preparation: input and correction of phone  

numbers before connecting

Receiving calls
•  Caller indication displayed via CLIP and CNIP1 
• 15 ringer melodies 
•  Individual ringer melodies for VIP entries

Missed calls
•  Comfortable access to missed call list by dedicated, 

illuminated MWI key  
•  List showing up to 30 missed calls with caller  

indication1

•  Direct dialling of the missed call list

DECT range
•  Indoor range:  up to 50 meters
•  Outdoor range: up to 300 meters 

Operation time
•  Talk time: up to 12 hours
• Standby time:  up to 250 hours 
• Charge time:  < 8 hours 

Dialling mode
• DTMF, pulse

Dimension of Handset
•  151mm (L) x 53mm (D) x 28mm (H), 112g

Green office
•  Up to 60% less energy consumption, thanks to an 

energy-saving power supply 

Packaging 
•  Handset, battery cover for handset, Li-Ion battery,  

belt clip, charger, power supply for charger, user  
documentation
•  Dimension: 224 mm (L) x 166mm (D) x 60mm (H)
•  Overall weight approx.: 340g 

Enviromental conditions
• Operating temp: +5 to +45° C
•  Storage temp: -15 to +60° C  

(maximum storage time one week)
•  Relative Humidity: 20% - 75% non condensating

www.gigaset.com/pro

1 Dependent on country/network/provider  

It’s your best choice.
Gigaset’s new professional line provides businesses with 
tailor-made, communication-enhancing phone systems. 
Discover more! Contact your Gigaset representative or 
visit gigaset.com/pro.
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R410H PRO 

Convenient phoning essentials.

www.InternetVoipPhone.co.uk | sales@internetvoipphone.co.uk | 0800 088 48 46


